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SILT FENCE DETAIL

See Note 1
Project limits L for post requirements
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FABRIC JOINT DETAIL
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STRAW_ BALE SECTION
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STRAW BALE DETAIL

TYPICAL SITE PLAN 1. Minimum size of posts shall be 2" x 2" treated
wood or steel posts with projections for fasteners
ASTM Designation: A702 "Class B", or approved
tok equivalent. Do not staple fabric or wire mesh to
ake as er i i i
Y”Strow BaFI’e Detail" tree in lieu of required posts.
b\w g < 2. Fasteners shall be 1" long heavy duty staples or
L | PR SN hog rings.
« /— Drainage|inlet
- 3. Post depths are established minimums and may
i \[ = vary depending on site conditions.
v 4. When one continuous roll of filter fabric cannot be
Straw bales ] —, v used fabric shall be spliced at post as shown
See Note 9 Ry = in "Fabric Joint Detail" of this plan.
N 'R 5. Silt fences shall be installed parallelto the contours.
h - hd 6. Silt fences shall be cleaned aofter any rainfall or when
8" of silt has accumulated at any point along the fence.
DRAINAGE INLET PROTECTION 7. Al strow bales shall be staked and entrenched to a
Field (Type "C™) Inlet minimum depth of 4".

8. Silt fence may be installed as alternative protection
and shall be installed as shown on this plan.

Drainage inlet
vGutter apron /_
\ / ) 9. Straw bales shall be butted together. Any gaps
N <~ remaining shall be filled by wedging loose straw
between bales.

T~ L— Curb face 10. These details are not g substitute for a project

Strow bales  « v specific Storm Water Pollution Prevention Plan.
zo] Additional sediment and erosion controls will

v most likely be required to satisfy local, State, and

« v Federal clean water requirements and regulations.

NOTE: Detail only valid when road surface is unpaved in COUNTY OF CONTRA COSTA
a sump condition and road is closed to traffic. PUBUC WORKS DEPARTMENT

DRAINAGE INLET PROTECTION MARTINEZ, CALIFORNIA
Road (Type "A") Inlet STANDARD PLAN
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